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BAS-913

Sat-IF Combiner/Amplifi er

Accessories

Power supply

• Electrical safety protection level: Class II. Mains lead with bipolar plug.
• Output voltage is additionally available from two auxiliar jacks, for 

connection to one or two power inserters ( mast-head amplifier remote 
powering). Banana jumper supplied.

MODEL SZB-212

REF. 2228

Regulation type switch mode

Mains supply voltage (50/60 Hz) VAC 185 - 264

Output voltage VDC +24 (±5%)

Max output current A 2

MODEL SZB-190

REF. 1346

Sat-IF band MHz 950 - 2150

Gain (7 dB fi xed slope) dB
33 (950 MHz)

40 (2150 MHz)

Gain adjustment dB 18

Output level (IMD -35dB, EN 50083-3) dBμV 120

Noise fi gure dB < 8

Terrestrial band MHz 5 - 862

Terrestrial coupling loss dB < 1

Operating voltage VDC + 24

Consumption mA 120

Insertable voltage/tone to Sat-IF input port +13 / +18 VDC     ;    0 / 22 kHz

Max LNB power current mA  350 (at +18 VDC)  /  250 (at +13 VDC)

• 1 Satellite input 950-2150 MHz with adjustable gain and sloped response 
to compensate for cable loss; 1 terrestrial coupling input 5-862 MHz;
1 satellite+terrestrial output.

• Automatic power connection, either via contact terminal (SZB application) 
or via terrestrial coupling input port (MZ6 applications).

• LNB coax line powering. The SZB-190 generates the required voltage/
tone signals for the selection of H/V polarisation and high/low frequency 
sub-band. Programmable values by micro-switches.

MODEL REF. DESCRIPTION

BAS-919 2225 Base plate with power connecting bar.
Capacity: 1 power supply+8 RF modules SZB; or 9 RF modules. 

BAS-913 2222 Base plate with power connecting bar.
Capacity: 1 power supply+2 modules.

COF-809 2224 Housing for 1 BAS-919.
Dimensions: 420 x 346 x 180 mm.

PZB-453 2247 Z plug bridge, F connectors. Length: 45.3 mm.

CTF-075 2221 Charge 75Ω.
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