
 

 

  

ΣΡΟΦΟΔΟΣΙΚΑ ΙΥΤΟ /POWER SUPLLY UNITS 

ΟΔΗΓΙΕ ΕΓΚΑΣΑΣΑΗ 

1. Η εγκαηάζηαζη ππέπει να γίνει από εγκαηαζηάηη ηλεκηπολόγο και ζύμθυνα με ηη νομοθεζία πεπί καλυδιώζευν και κηηπιακών 

εγκαηαζηάζευν (ζε ανηίθεηη πεπίπηυζη και πεπίπηυζη βλάβηρ δεν ιζσύει η εγγύηζη ηος πποφόνηορ ). 

2. Ππιν από ηην έναπξη όποιαρ εγκαηάζηαζηρ η ζςνηήπηζηρ, διακότηε ηην παποσή ηλεκηπικού πεύμαηορ από ηο δίκηςο και βεβαιυθείηε 

όηι δεν μποπεί να επαναζςνδεθεί. 

3. Για αποθςγή ςπεπθέπμανζηρ η ανάθλεξηρ ηυν καλυδίυν, σπηζιμοποιήζηε ηην ζυζηή διαηομή καλυδίος για ηην ζυζηή ποή ηος 

πεύμαηορ εξόδος ηος ηποθοδοηικού. Δπίζηρ ελέγξηε ηην αναγπαθόμενη ηάζη λειηοςπγιάρ ηος καλυδίος. 

Πποηεινόμενα καλώδια θαίνονηαι ζηον παπακάηυ πίνακα. 

Αναγπαθόμενο πεύμα ζςζκεςήρ 

LED (Amp) 

0-6A 6-10A 10-16A 16-25A 25-32A 

Γιαηομή αγυγού (mm2) 0.75 1.00 1.50 2.50 4.00 

AWG 18 16 14 12 10 

4. Βεβαιυθείηε όηι όλα ηα καλώδια έσοςν ηοποθεηηθεί ζυζηά ζηον ακποδέκηη ζύνδεζηρ και οι βίδερ είναι καλά ζθιγμένερ  για ηην 

ππόλητη κακήρ επαθήρ 

5. Βεβαιυθείηε όηι ηο ηποθοδοηικό είναι ηοποθεηημένο ζε ζημείο πος έσει επαπκή αεπιζμό. 

6. Μην μπλοκάπεηαι ηα ζημεία αεπιζμού ηος ηποθοδοηικού 

7. Όηαν ηοποθεηείηε δύο ή πεπιζζόηεπα ηποθοδοηικά, αθήζηε επαπκή σώπο μεηαξύ ηοςρ για ζυζηή τύξη. 

ΠΡΟΟΥΗ! 

1. Μην ηοποθεηείηε ηποθοδοηικό συπίρ πποζηαζία (IP) ζε πεπιοσέρ με ςτηλή ςγπαζία ή κονηά ζε νεπό.  

2.  Μην ηοποθεηείηε ηο ηποθοδοηικό ζε πεπιοσέρ με ςτηλή θεπμοκπαζία πεπιβάλλονηορ ή κονηά ζε πηγέρ θεπμόηηηαρ. 

3.  Κπαηήζηε μακπιά από ηα ηποθοδοηικά όλα ηα εύθλεκηα, εκπηκηικά, και ηα πηηηικά ςλικά. 

4.  Η πηγή καηανάλυζηρ (LED) δεν ππέπει να είναι μεγαλύηεπηρ ιζσύορ ή καηανάλυζηρ πεύμαηορ από ηην αναγπαθόμενη ηιμή ηος 

ηποθοδοηικού. 

5. Για ζςνεσή λειηοςπγιά ηος ηποθοδοηικού ππέπει να αθήνοςμε ελάσιζηο όπιο ανοσήρ 20% από ηη μέγιζηη αναγπαθόμενη ιζσύ. 

6.  Η γείυζη ηος ηποθοδοηικού (όπος ςπάπσει) ππέπει να ζςνδεθεί ζηη γείυζη ηος δικηύος. 

7. Οποιαδήποηε βλάβη ππέπει να ελεγσηεί από ειδικεςμένο ηεσνικό. Μην αθαιπείηε ηο πποζηαηεςηικό κάλςμμα ηος ηποθοδοηικού, 

κίνδςνορ ηλεκηποπληξίαρ (ζε πεπίπηυζη αθαίπεζηρ ηος καλύμμαηορ δεν ιζσύει η εγγύηζη ηος πποφόνηορ). 

 

INSTALLATION INSTRUCTIONS 

1. Installation of  power supplies should be made with regards to all applicable electrical and safety standards. Only qualified person 

should be allowed to perform installations (otherwise and in case of damage the warranty does not apply). 

2.  Before any installation or maintenance work, please disconnect your system from the utility. Ensure that it can't be re-connected.  

3. To prevent wiring materials from heating up or igniting, use the correct gauge of wire which can withstand the output current 

capacity of the switching power supply. Also, check the rated voltage of any wire used. 

Recommended wires are shown as below. 

Rated current  of 

 Power supply (Amp) 

0-6A 6-10A 10-16A 16-25A 25-32A 

Wire Cross section (mm2) 0.75 1.00 1.50 2.50 4.00 

AWG 18 16 14 12 10 

4. Make sure that all wires securely enter the terminal connection and the screw terminals are securely fixed to prevent poor contact. 

5. Ensure the unit has proper heat conduction. 

6. Ventilation points of power supply must be kept free from any obstruction. 

7. When you install two or more power supplies, leave additional space between them for cooling. 

CAUTION! 

1. Do not use power supply without (IP) protection in places with high humidity or near to water.  

2.  Avoid places with high temperatures or near to heat pumps. 

3. Keep all flammable, explosive, and volatile materials away from any power supply 

4.  Output current and output wattage must not exceed the rated values on specification. 

5. For Continuous operation of the power supply must operate  to 80% of the maximum output current and output wattage. 

6. The ground of the power supply (where applicable) must be connected to earth ground. 

7. All failure should be examined by a qualified technician. Please do not remove the cover of the power supply by yourself, risk of 

electrical shock and energy hazard (in case you remove the cover of the power supply the warranty does not apply). 


